











XLAMP MC-E LED SOLDERING & HANDLING

CHEMICALS & CONFORMAL COATINGS (CONTINUED)

Potential of Silver Tarnishing

XLamp MP-L EasyWhite LEDs contain silver plated parts that may tarnish (turn black) over time when exposed to
R[LGL]JLQJ VXEVWDQFHV VXFK DV VXOIXU FKORULQH RU RWKHU KDORJHQ FRPSRXQGV
WR PDNH D JRRG VROGHU FRQQHFWLRQ DQG DIIHFW WKH OLJKW RXWSXW RI WKH /(" ([SR
materials used near the LED during manufacturing or from the air around the LEDs during storage.

7R UHGXFH WKH SRWHQWLDO RI WDUQLVKLQJ IRU ;/DPS 03/ (DV\:KLWH /('V &UHH UHI
H[SRVXUH RI WKH /('V WR R[LGL]LQJ VXEVWDQFHY DW DOO WLPHVY LQFOXGLQJ VWRUDJH
VRXUFHV RI R[LGL]LQJ VXEVWDQFHY LQFOXGH SDSHU DLU (OWHUVY VRPH FOHDQLQJ F
static mats.

ASSEMBLY STORAGE & HANDLING

'R QRW VWDFN 3&%V RU DVVHPEOLHV FRQWDLQLQJ ;/DPS 0& ( /('V VR WKDW DQ\WKLQJ
to the LED lens may result in the lens being knocked off. PCBs or assemblies containing XLamp MC-E LEDs should be
stacked in a way to allow at least 2-cm clearance above the LED lens.

'R QRW XVH EXEEOH ZUDS GLUHFWO\ RQ WRS RI ;/DPS 0& ( /('V )RUFH IURP WKH EXEEO
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XLAMP MC-E LED SOLDERING & HANDLING

MECHANICAL DRAWINGS: TAPE AND REEL

All Cree carrier tapes conform to EIA-481D, Automated Component Handling Systems Standard.

All dimensions in mm.
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XLAMP MC-E LED SOLDERING & HANDLING

MECHANICAL DRAWINGS: PACKAGING & LABELS

The diagrams below show the packaging and labels Cree will use to ship XLamp MC-E LEDs. XLamp MC-E LEDs are

shipped in tape loaded on a reel. Each moisture barrier bag contains only one reel. Each box may contain multiple reels.
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